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Contact our Customer Service Team or your local distributor for further details
Tel: +44 (0) 151 424 6821 or alternatively e-mail: sales@delavan.co.uk

USA Tel: Toll free: 1-800 Delavan or alternatively e-mail sales@delavan.com

Eyelet Bodies
Connect nozzles to pipe or hose

Features:
● Delavan eyelets offer the most

economical method of attaching
spray nozzles to pipe systems

● Easy installation; drill pipe or
tube and clamp on eyelet

● Deliver high flow rate with
minimum pressure drop

● Varied outlet sizes accept all
standard flanged nozzle tips and
filters or special swivel nozzles

● Design provided leak-proof
service

Construction and Materials:
● One-piece design, hinged

bridge, locking screw

● Polypropylene/Nylon

CLAMP/ NPT/BSP DRILL BODY
PART BODY PIPE TUBE SCREW SEAL SIZE FOR THREAD

NUMBER MATERIAL SIZE SIZE P/N P/N BOOM NPTM

10001 Nylon 1/2" 3/4" 10083 04010-1 87.5(11/32) 11/16-16

10000-2 Nylon 3/4" 1" 10083 04010-2 11.1(7/16) 11/16-16

38202 Nylon 1/2" 3/4" 10083 04010-1 87.5(11/32) 1/2" - 14

W06043 Poly 3/4" 1" 452020033 162503103 10.3 3/8 BSPM

W06046 Poly 1" 1 1/4" 452020033 162503103 10.3 3/8 BSPM

EYELET BODIES SELECTION CHART

PART COLOR Flow Rate in Litres/Min at Bar G
NUMBER CODE 1 2 3 4

AP10 Tan 2.27 3.21 3.93 4.46

AP15 Light Blue 3.44 4.21 6.16 6.70

AP20 Light Green 4.46 6.25 8.05 9.37

AP25 Maroon 5.80 8.03 9.94 11.38

AP30 Dark Blue 6.70 9.82 11.84 13.84

AP40 Red 9.37 12.05 15.62 18.30

AP50 Brown 11.61 16.07 19.89 22.77

AP60 Grey 13.84 19.20 23.67 27.23

AP70 Pink 16.07 22.77 27.46 32.14

AP BALL JET NOZZLE SELECTION CHART IN LPM

PART COLOR Flow Rate in GPM at PSIG
NUMBER CODE 15 30 40 60

AP10 Tan 0.60 0.85 1.00 1.18

AP15 Light Blue 0.91 1.11 1.50 1.77

AP20 Light Green 1.18 1.65 2.00 2.48

AP25 Maroon 1.53 2.12 2.50 3.01

AP30 Dark Blue 1.77 2.59 3.00 3.66

AP40 Red 2.48 3.18 4.00 4.83

AP50 Brown 3.07 4.25 5.00 6.02

AP60 Grey 3.66 5.07 6.00 7.19

AP70 Pink 4.25 6.02 7.00 8.49

AP BALL JET NOZZLE SELECTION CHART IN GPM

Tip Filters
Standard Flanges – for use with
standard flanged nozzles

Ball Check – for use with standard
flanged nozzles to help stop 
dripping after pressure shut off

Threaded – for use with WM, WG 
and WA nozzle range

MATERIAL AND PART NUMBERS
MESH SIZE STANDARD FLANGES BALL CHECK THREADED (SC TYPE)

Stainless Steel 40 - - W00089-301

Stainless Steel 50 28175-1 35288-7 -

Stainless Steel 80 - - W00089-302

Stainless Steel 100 28175-2 35288-8 -

Stainless Steel 200 28175-10 35288-10 W00089-303

Glass Filled Poly 50 26642-1 - -

Glass Filled Poly 100 26642-2 - -

Glass Filled Poly 200 26642-4 - -

Nylon 50 - 50136-1 -

Nylon 100 - 50136-2 -

TIP FILTERS SELECTION CHART
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